
0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.219	 0.500	   0.217

0.139	 0.375	   0.157

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.156	 0.375	   0.173

0.217	 0.500	   0.217

0.217	 0.500	   0.217

0.156	 0.375	   0.173

0.156	 0.375	   0.173

RT16.01N-A60

RT16.01N-G60

RT16.01N-AG60

RT22.01N-N60

RT16.01N-8UN

RT16.01N-10UN

RT16.01N-12UN

RT16.01N-14UN

RT16.01N-16UN

RT16.01N-18UN

RT16.01N-20UN

RT16.01N-1.00GM

RT16.01N-1.25GM

RT16.01N-1.50GM

RT16.01N-1.75GM

RT16.01N-2.00GM

RT16.01N-2.50GM

RT16.01N-3.00GM

RT16.01N-3.50GM

RT16.01N-12STAC

RT16.01N-16STAC

424-1430

424-1431

424-1432

424-1433

424-1443

424-1444

424-1445

424-1446

424-1447

424-1448

424-1449

424-1459

424-1460

424-1461

424-1462

424-1463

424-1464

424-1465

424-1466

424-3529

424-3531

ANSI# S	 ØI.C	 Ød	SKU#
Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 660sfm (530-790)

Vc: 660sfm (530-790)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 530sfm (390-660)

Vc: 530sfm (390-660)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

START SPEED

Internal Threading
Compatible 
Workpiece Materials Steel Stainless Steel Cast Iron

Threading Inserts© Shars Tool Company 2020

Ød

S
60°

ØI.C

GRADE: YBG201



Internal Threading
Compatible 
Workpiece Materials Steel Stainless Steel Cast Iron

Threading Inserts© Shars Tool Company 2020

Ød

S
60°

ØI.C

0.139	 0.375	   0.157

0.156	 0.375	   0.173

RT16.01N-G60B

RT16.01N-AG60B

424-1440

424-1441

ANSI# S	 ØI.C	 Ød	SKU#
Vc: 660sfm (520-790)

Vc: 660sfm (520-790)

Vc: 520sfm (390-660)

Vc: 520sfm (390-660)

Vc: 490sfm (360-620)

Vc: 490sfm (360-620)

START SPEED
GRADE: YBG202


